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BWM 0750
Booster Washing Machine

Pump Pressure

Pump Power and Piece

Pump

Heater

Electric / Phase

Electric System

Washing and Air Guns

Max 150 bar

3 hp X 1 Adet / Piece

WRS

2,5 x 2  kw

380 V / 3

ABB & SCHNEIDER

Standard

Max 150 bar

3 hp X 1 Adet / Piece

WRS

2,5 x 2 kw

380 V / 3

ABB & SCHNEIDER

Standard

0-120 °C

AISI Chrome

0-120 °C

AISI Chrome

90 lt

BWM-0750BWM-0750A

800 x 550 mm 950 x 650 mm

Temperature

Body Structure

Tank Capacity 60 lt

Standard

Standard

Standard

Standard

Max 150 bar

3 hp X 1 Adet / Piece

WRS

2,5 x 2  kw

380 V / 3

ABB & SCHNEIDER

Standard

0-120 °C

AISI Chrome

120 lt

BWM-1100

1100 x 700 mm

Standard

Standard

Shock Absorber Pneumatic-Steel Pneumatic-Steel

Discharge Valve

Lighting

Door Opening System

CODE

Dimensions Working Area

DPF 15050C
DPF / FAP /SCR 
Cleaner Machine

DPF-15050C

- BASIC
- STANDARD
- PREMIUM
- ULTRA PREMIUM 

Floor Load Capacity

Tank Capacity

Power Supply

Heater

Body Structure

Options

200 Kg

240 lt.

3 Ph + T+ N - Volt 380 / 400

15 kw

Stainless Steel

Vapour extraction,liquid level sensor,
tank ınsulatıon, di�erential automatic

pressure,adapters, filter fixing
mechanism water heating, touch

screen, printer, manual washer with
gun, cleaning with hot water, hot

drying system

CODE

Models

2500 x 1100 x 2100External Dimension
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PWM-650

PWM-850/1000

Parts Washing Machine

Parts Washing Machine

Basket Diameter

Loading Height

Basket Capacity

Pump Power and Piece

Heater

Electric / Phase

Timer

550 mm

350 mm

150 kg

aprx. 3 hp x 1 adet/ piece

5  kw

220 V 

0-30 dk/min.

0-120 °C

AISI Krom  (AISI Chrome)

45  lt

PWM-650

850 x 650 x 1000 mm

Temperature

Body Structure

Tank Capacity

CODE

Machine Dimensions

Basket Diameter

Loading Height

Basket Capacity

Pump Power and Piece

Pump Structure

Heater

Electric / Phase

900 mm

450 mm

300 kg

aprx. 3 hp x 1 Piece

Stainless Steel – Ceramic Seal

7,5  kw

380 V / 3

750 mm

380 mm

200 kg

aprx. 3 hp x 1 Piece

Stainless Steel – Ceramic Seal

7,5  kw

380 V / 3

0-30 dk/mn.

0-120 °C

AISI Chrome

0-30 dk/mn.

0-120 °C

AISI Chrome

PWM-1000PWM-850

1200 x 850 x 1100 mm 1350 x 1000 x 1150 mm

Timer

Temperature

Body Structure

70 lt 100 ltBody Structure

CODE

Machine Dimensions

PWM-1250

PWM-1500A

Parts Washing Machine

Parts Washing Machine

Basket Diameter

Loading Height

Basket Capacity

Pump Power and Piece

Pump Structure

Heater

Electric / Phase

1100 mm

600 mm

440 kg

aprx. 3 hp x 1 Piece

Stainless Steel – Ceramic Seal 

15  kw

380 V / 3

0-30 dk/mn.

0-120 °C

AISI Chrome

PWM-1250

1650 x 1250 x 1400 mm

Timer

Temperature

Body Structure

180 ltTank Capacity

IncludingLoading Vehicle

CODE

Machine Dimensions

Basket Diameter

Loading Height

Basket Capacity

Pump Power and Piece

Pump Structure

Heater

Electric / Phase

1350 mm

700 mm

650 kg

aprx. 3 hp x 2 Piece

Stainless Steel – Ceramic Seal 

15  kw

380 V / 3

0-30 dk/mn.

0-120 °C

AISI Chrome

PWM-1500A

1850 x 1500 x 1550 mm

Timer

Temperature

Body Structure

200 ltTank Capacity

IncludingLoading Vehicle

CODE

Machine Dimensions
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PWM 1500
Parts Washing Machine

PWM-1500PWM-1250P

1650 x 1250 x 1700 mm

1100 mm

1750 x 1500 x 1900 mm

1350 mm

CODE

Machine Dimensions

Basket Diameter

Loading Height

Basket Capacity

Pump Power And Piece

Pump Structure

Pump

Heater

Electric / Phase

Electric System

Termal And Engine Protection

Timer

Temperature

Body Structure

Tank Capacity

Supply and Discharge Valve

Loading Vehicle

Door Opening System

Loading Vehicle

600 mm 700 mm

440 kg 650 kg

aprx. 3 hp x 1 Piece aprx. 3 hp x 2 Piece

Stainless Steel - Ceramic Seal Stainless Steel - Ceramic Seal

WRS WRS

2x7,5 kw 2x7,5 kw

380 V / 3 380 V / 3

ABB & SCHNEIDER ABB & SCHNEIDER

Standard Standard

0-30 dk/min. 0-30 dk/min.

0-120 °C 0-120 °C

AISI Chrome AISI Chrome

180 lt 240 lt

Standard Standard

Standard Standard

Pneumatic - Steel Pneumatic - Steel

İncluding İncluding

Washing
Drying
Rinsing

Docunmatic
Screen
(PLC)

PWM-1750/2000/2250
Parts Washing Machine

PWM-2250

2600 x 2250 x 2100 mm

2100 mm

900 mm

1500 kg

aprx. 3 hp x 2 Piece

Stainless Steel - Ceramic Seal

WRS

3x7,5 kw

380 V / 3

ABB & SCHNEIDER

Standard

0-30 dk/min.

0-120 °C

AISI Chrome

450 lt

Standard

Standard

Pneumatic - Steel

İncluding

PWM-2000PWM-1750

2100 x 1750 x 2000 mm

1600 mm

2350 x 2000 x 2100 mm

1850 mm

CODE

Machine Dimensions

Basket Diameter

Loading Height

Basket Capacity

Pump Power And Piece

Pump Structure

Pump

Heater

Electric / Phase

Electric System

Termal And Engine Protection

Timer

Temperature

Body Structure

Tank Capacity

Supply and Discharge Valve

Loading Vehicle

Door Opening System

Loading Vehicle

800 mm 850 mm

750 kg 1000 kg

aprx. 3 hp x 2 Piece aprx. 3 hp x 2 Piece

Stainless Steel - Ceramic Seal Stainless Steel - Ceramic Seal

WRS WRS

2x7,5 kw 3x7,5 kw

380 V / 3 380 V / 3

ABB & SCHNEIDER ABB & SCHNEIDER

Standard Standard

0-30 dk/min. 0-30 dk/min.

0-120 °C 0-120 °C

AISI Chrome AISI Chrome

380 lt 400 lt

Standard Standard

Standard Standard

Pneumatic - Steel Pneumatic - Steel

İncluding İncluding
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PWM-2500/3000 PWM-1250M/1500M/1750M/2000M
Parts Washing Machine Combi Parts/Booster Washing Machine

PWM-3000PWM-2500

2850 x 2500 x 2100 mm

2300 mm

3500 x 3000 x 2600 mm

2850 mm

CODE

Machine Dimensions

Basket Diameter

Loading Height

Basket Capacity

Pump Power And Piece

Pump Structure

Pump

Heater

Electric / Phase

Electric System

Termal And Engine Protection

Timer

Temperature

Body Structure

Tank Capacity

Supply and Discharge Valve

Loading Vehicle

Door Opening System

Loading Vehicle

1000 mm 1150 mm

2000 kg 2500 kg

aprx. 3 hp x 3 Piece aprx. 3 hp x 4 Piece

Stainless Steel - Ceramic Seal Stainless Steel - Ceramic Seal

WRS WRS

30 kw 45 kw

380 V / 3 380 V / 3

ABB & SCHNEIDER ABB & SCHNEIDER

Standard Standard

0-60 dk/mn. 0-60 dk/mn.

0-120 °C 0-120 °C

AISI Chrome AISI Chrome

500 lt 650 lt

Standard Standard

Standard Standard

Pneumatic - Steel Pneumatic - Steel

İncluding İncluding

PWM-1750M

2100 x 1750 x 2100 mm

1600 mm

800 mm

750 kg

aprx. 3 hp x 1 Piece

Stainless Steel - Ceramic Seal

WRS

2x7,5 kw

380 V / 3

ABB & SCHNEIDER

Standard

0-30 dk/min.

0-120 °C

AISI Chrome

380 lt

Standard

Standard

Pneumatic - Steel

İncluding

PWM-1500MPWM-1250M

1650 x 1250 x 2000 mm

1100 mm

1750 x 1500 x 2100 mm

1350 mm

CODE

Machine Dimensions

Basket Diameter

Loading Height

Basket Capacity

Pump Power And Piece

Pump Structure

Pump

Heater

Electric / Phase

Electric System

Termal And Engine Protection

Timer

Temperature

Body Structure

Tank Capacity

Supply and Discharge Valve

Loading Vehicle

Door Opening System

Loading Vehicle

600 mm 700 mm

450 kg 650 kg

aprx. 3 hp x 1 Piece aprx. 3 hp x 1 Piece

Stainless Steel - Ceramic Seal Stainless Steel - Ceramic Seal

WRS WRS

2x7,5 kw 2x7,5 kw

380 V / 3 380 V / 3

ABB & SCHNEIDER ABB & SCHNEIDER

Standard Standard

0-30 dk/min. 0-30 dk/min.

0-120 °C 0-120 °C

AISI Chrome AISI Chrome

180 lt 240 lt

Standard Standard

Standard Standard

Pneumatic - Steel Pneumatic - Steel

İncluding İncluding

PWM-2000M

2350 x 2000 x 2100 mm

1850 mm

900 mm

1000 kg

aprx. 3 hp x 1 Piece

Stainless Steel - Ceramic Seal

WRS

3x7,5 kw

380 V / 3

ABB & SCHNEIDER

Standard

0-30 dk/min.

0-120 °C

AISI Chrome

400 lt

Standard

Standard

Pneumatic - Steel

İncluding

İncluding/140 barManual Washer İncluding/140 bar İncluding/140 bar İncluding/140 bar
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SPECIAL DESIGN
Parts Washing Machine

Optional

Optional

CODE

Machine Dimensions

Basket Diameter

Loading Height

Basket Capacity

Pump Power And Piece

Pump Structure

Pump

Heater

Electric / Phase

Electric System

Termal And Engine Protection

Timer

Temperature

Body Structure

Tank Capacity

Supply and Discharge Valve

Door Opening System

Optional

Optional

aprx. 3 hp x Optional

Stainless Steel - Ceramic Seal

WRS

Optional

380 V / 3

ABB & SCHNEIDER

Standard

0-60 dk/mn.

0-120 °C

AISI Chrome

Optional

Standard

Pneumatic - Steel

SPECIAL
Wheel Washer

Deze Wheel Washer is zijn 
speciaal ontworpen om vuil, 
remstof en ander vuil snel en 
gemakkelijk van uw velgen 
te verwijderen, zonder dat 
er agressieve chemicaliën 

of intensief handwerk nodig 
zijn.

Het investeren in een 
velgschoonmaakmachine 

bespaart je tijd en energie. 
Ook verlengd het de 

levensduur van je velgen, 
door opgebouwd vuil en 
viezigheid te verwijderen, 

dat na verloop van tijd 
schade kan veroorzaken. 
Een ideale machine om 

schoon en veilig te werken.
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ULY SERIES
Ultrasonic Cleaning 

Machine
ULTRASONIC

CLEANING
MACHINE

MULTI STATION
ULTRASONIC

CLEANING
MACHINE

MODEL

ULY-4

ULY-6

ULY-12

ULY-18

ULY-28

Tank Capacity

4 lt

6 lt

12 lt

18 lt

28 lt

Ultrasonic Frequency

28-40 Khz

28-40 Khz

28 Khz

28 Khz

28 Khz

Power

400 W

400 W

550 W

700 W

850 W

Total Power

500 W

550 W

750 W

1000 W

1200 W

Tank Dimensions
mm

137 x 240 x 150

137 x 300 x 150

240 x 300 x 200

300 x 329 x 200

300 x 505 x 200

Machine Dimensions
mm

150 x 250 x 400

150 x 310 x 400

250 x 310 x 400

310 x 340 x 400

310 x 315 x 450

ULY-400/800/1000
Ultrasonic Cleaning 
Machine

ULY-1000

1000  kg

1300 x 900 mm

AISI Chrome

1900 lt

1100 mm

PLC

700 mm by
Pneumatic piston

20 – 90 C

24 Volt Dc.

380 v / 3 ph

6 – 7 bar

Adjustable Speed

0-120 °C

AISI Chrome

Optional

Standard

Pneumatic - Steel

ULY-800ULY-400

400  kg

900 x 700 mm

800  kg

1100 x 700 mm

CODE

Loading Capacity

Platform

Tank Material

Solution Volume

Solution Depth

Control

Platform Movement

Temperature Ranges

Control Voltage

Electric

Air Pressure

Agitation

Temperature

Body Structure

Tank Capacity

Discharge Valve

Cover Opening System

AISI Chrome AISI Chrome

800 lt 1200 lt

800 mm 900 mm

PLC PLC

400 mm by
Pneumatic piston

500 mm by
Pneumatic piston

20 – 90 C 20 – 90 C

24 Volt Dc. 24 Volt Dc.

380 v / 3 ph 380 v / 3 ph

6 – 7 bar 6 – 7 bar

Adjustable Speed Adjustable Speed

0-120 °C 0-120 °C

AISI Chrome AISI Chrome

Optional Optional

Standard Standard

Pneumatic - Steel Pneumatic - Steel

ULY-900

900x650x650

500 Lt

850x500

Standard

Standard

350

3000/6000

27/40 khz

15 kw

Standard

220-380 v/3

Standard

Optional

ULY-1300

1300x800x750

720 Lt

1250x700

Standard

Standard

550

4500/9000

27/40 khz

15 kw

Standard

220-380 v/3

Standard

Standard

CODE

Internal Tank mm

Internal Tank Capacity

Platform mm

Platform Evelator

Automatic Cover

Looding Weight kg
Ultrasonic Power
We�/Wpeak Watts

Frequency

Heater

Screen

Electric/Phase

Oil Seperator

Liquid Level Control And
Automatic Feeding System

ULY-600

600x450x450

200 Lt

550x300

Optional

Optional

75

750/1500

27/40 khz

15 kw

Optional

220-380 v/3

Not Available

Optional

ULY-800

800x500x500

300 Lt

750x400

Optional

Optional

150

1500/3000

27/40 khz

15 kw

Optional

220-380 v/3

Not Available

Optional

AGITATION
PLATFORM
MACHINE
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TYM SERIES
Conveyor Band Tunnel
Part Washing Machine

TYM SERIES

Optional

Optional

CODE

Machine Dimensions

Cabinet Dimensions

Washing Line

Drying Room and Fan

Pump Power And Piece

Pump Structure

Pump

Heater

Electric / Phase

Electric System

Band Safety

Termal and Engine Protection

Timer

Temperature

Body Structure

Band and Chain Structure

Total Storage Volume

Loading System

Pre-washing / Washing / Rinsing
Pure water rinsing

Optional

Optional

Stainless Steel - Ceramic Seal

WRS

Optional

380 V / 3

ABB & SCHNEIDER

Standard

Standard

0-90 dk/mn.

0-120 °C

AISI Chrome

AISI Chrome

Optional

Manual

TUNNEL 
WASHING  
MACHINE

HY-200 / HY-280
Spiral Drum Washing Machine

HY-280HY-200

2000 mm

300 mm

2800 mm

400 mm

CODE

Machine Dimensions

Drum Diameter

Loading Capacity

Tank Capacity

Temperature

Pump Structure

Pump

Heater

Electric / Phase

Electric System

Termal And Engine Protection

Tank İnsulation

Drum Power

Body Structure

Filtration

Optional Features

150 kg 250 kg

150 lt 250 lt

Stainless Steel - Ceramic Seal Stainless Steel - Ceramic Seal

WRS WRS

15 kw 15 kw

380 V / 3 380 V / 3

ABB & SCHNEIDER ABB & SCHNEIDER

Standard Standard

Standard Standard

aprx. aprx. 

AISI Chrome AISI Chrome

2 stage 2 stage

Oil Seperator - Disc Type 
Automatic Tank Discharge Unit

Automatic Part Loading
Precision Filtration

Acidic Washing Application
Steam Evacuation Unit
Automatic Tank Filling
Stainless Steel Chassis

AISI304 Stainless Steel 
AISI316 Stainless Steel

Dryer
Tank Liquid Level Protection 

0-90  C 0-90  C

SPIRAL DRUM 
WASHING 
MACHINE



Wit u meer informatie of een 
afspraak? Neem dan contact 
met ons op:

WRS Holland B.V. 
Industrieweg 9 A 
1566 JN Assendelft   
Telefoon  020 - 237 17 47    
E-mail  info@wrs-holland.nl 
www.wrs-holland.nl

Levering en garantie
Onze machines worden voor levering getest 
en gecontroleerd. Hiermee garanderen wij een 
eenvoudige installatie en optimale werking. Bij 
levering dient de elektrische aansluiting te worden 
verzorgd door een gecertificeerd installatiebedrijf.  

Op al onze producten gelden een garantietermijn 
van 12 maanden. Mogelijke storingen veroorzaakt 
door materiaal- of fabricagefouten aan uw 
reiniger worden binnen de garantieperiode 
verholpen.

Voor het snel verhelpen van storingen kunt u con-
tact opnemen met onze serviceafdeling. Wij zorgen 
voor een snelle afwikkeling van storingen zodat u 
snel weer gebruik kan maken van uw machine.

Bij de levering geven wij een instructie over het 
werken met de machines. Daarnaast is het ook 
mogelijk om op ons testcentrum een training te 
volgen. 

Onderhoud
Vrijwel alle machines zijn zeer onderhoudsvrien-
delijk uitgevoerd. Het onderhoud is afhankelijk van 
het gebruik en is eenvoudig uit te voeren. De wa-
terkorven dienen te worden gereinigd en de filters 
vervangen. Het onderhoud wordt door de bedrijven 
zelf uitgevoerd. U kunt het benodigde onderhouds-
pakket afnemen.

Training en support
Op ons testcentrum kunnen wij trainingen 
verzorgen voor het gebruik van o.a. de DPF reiniger. 
Wij zorgen ervoor dat u klaar wordt gestoomd voor 
het optimale gebruik van de machine. Ook geven 
wij u aan hoe u richting uw klanten de reinigingen 
kan aanbieden. Zijn er vragen tijdens het gebruik 
van de reiniger dan kunt u bellen of een e-mail 
sturen. 

Showroom en testcentrum
In Assendelft hebben wij veel machines klaar staan 
voor een demonstratie en/of een training. Hier 
kunt u ervaren wat de machines voor u kunnen 
betekenen en welke keuze de juiste is. 
Maak gerust een afspraak om de machines te 
komen bekijken. 

WRS-Holland
Als leverancier van DPF reinigermachines (roetfilter 
reinigermachines) en booster- en parts cleaners 
voor de Benelux en Duitsland leveren wij onze 
machines vooral aan garagebedrijven, revisiebedrij-
ven, transportbedrijven en grondverzetbedrijven. 
Onze missie is een schone emissie!

Onze missie is een 
schone emissie


